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50W LED Light and Accessories As the next generation of IDX’s powerful on-board camera light, the X5-Lite takes 
advantage of high powered LED technology to offer professional camera users a low 
power, high luminance lighting solution for their camera. In addition, there is a range  
of accessories for the X5-Lite including a 4-leaf barndoor and choice of replacement 
base with either D-Tap or 4 pin XLR output.

IDX Service and Warranty 
IDX understand the importance of a high quality and timely support service, which 
is essential for any broadcaster and professional camera user with critical equipment 
to power and film to shoot. Working in partnership with our worldwide network of 
distributors and dealers, IDX provide a complete sales and technical support service 
with locations in Japan, USA and Europe.

IDX is proud to offer a comprehensive warranty in line with the high reputation 
our products have gained throughout 20 years of manufacturing. All IDX products 
purchased since September 1st 2007 are covered by a two year manufacturers 
warranty*. BMS compatible ENDURA Li-ion batteries are also covered by a two year 
capacity warranty, which denotes that the battery will retain a minimum of 70% of 

its nominal capacity (within 300 charge cycles) which is valid from the date of first 
charge. Non-BMS ENDURA Li-ion batteries are covered by a 1 year capacity warranty.

Please note that users should carefully follow the operating instructions as per 
the supplied Instruction Manual. Any damage caused through neglect or incorrect 
operation may result in the warranty being void. To find out more and for full  
terms and conditions of all IDX warranties please visit our EMEA website at  
www.idx-europe.co.uk or contact your local IDX sales representative. 

*The CW-5HD is covered by a one year manufacturers warranty only.

The International Air Transport Association (IATA) in association with the International 
Civil Aviation Organisation (ICAO) and the United Nations (UN) set clearly defined rules 
regarding the air transportation of Li-ion batteries. From January 1st 2009, the 50th 
Edition of the IATA Dangerous Goods Regulations affects individuals carrying Li-ion 
batteries on-board civil aircraft, but also influence the way they are classified, labeled 

and packed when freighted as air cargo or transported by road freight. Specifically, 
they place major restrictions on batteries over 100Wh in capacity, as summarised 
below. All IDX Li-ion batteries are under 100Wh in capacity. 

Transport by Commercial Airline/Personal Luggage

• �Check-in of Li-ion batteries is not allowed unless the battery is attached  
to the camera or equipment it powers

• ��Li-ion batteries less than 100Wh - you can carry an unlimited amount  
of spare batteries as carry-on

• �Li-ion batteries more than 100Wh but less than 160Wh - a maximum  
of 2 spare batteries as carry-on

• �Li-ion batteries over 160Wh - you cannot carry-on or check-in under  
any circumstances

Transporting the 136Wh ENDURA ELITE can 
be achieved with minimal preparation by 
simply removing one of the 68Wh Power 
Cartridges from the housing and storing 
separately prior to flight. However, IDX advise 
that customers confirm with their airline of any 
local rules or policies before flying. 

Transport by Air Freight/Road Freight

• �Li-ion batteries less than 100Wh shipped as air cargo or road freight - batteries  
can travel without restriction as long as they meet the criteria from Packing 
Instruction 965

• �Li-ion batteries over 100Wh shipped as air cargo or road freight – they are 
consequently classified as dangerous goods and subject to special packaging, 
certification and approval from external specialists

Before IDX Li-ion batteries are shipped from our premises via air cargo or road freight, 
they are packed in full accordance with Packing Instruction 965 from the IATA Dangerous 

Goods Regulations. This means that as well as being under 100Wh, they conform to 
the UN Manual of Tests and Criteria, Part III subsection 38.3, packaged in appropriate 
drop tested boxes, outer box applied with a Lithium Ion battery handling label and is 
accompanied by the correct documentation.

IDX take the IATA regulations very seriously and take pride in manufacturing Li-ion 
batteries that are safe to transport as carry-on luggage in quantity and transport by air. 
If you need any further clarification regarding IATA regulations or IDX batteries please 
visit the dedicated IATA section on the EMEA website at www.idx-europe.co.uk. 

Transportation of Lithium Ion Batteries 

X5-Lite High Performance LED Light 

The on-board X5-Lite produces 50W of light output, but requires only 12W of power. The 
pure white light dispersal is perfect for all professional ENG or studio environments, with 
brightness adjustable from 0 to 100% via a built-in dimmer control dial.

The X5-Lite uses LED technology to its advantage by providing over 10,000 hours of 
illumination and unlike traditional tungsten lights, there is no need to carry costly spare 
or replacement bulbs. The high-grade LEDs also produce little or no heat, so the X5-Lite 
can run for extended periods without affecting light quality and dispersal, camera or filter 
accessories. For added protection, the LEDs are housed behind a sealed scratch resistant 
lens. A simple “one touch” hot shoe allows the X5-Lite to be attached to a wide variety  
of cameras or tripods via slide-shoe or a threaded mount.

There are two optional accessories for the X5-Lite to offer the user a choice of D-Tap or 
XLR as a power terminal. The X3P-C is a shoe mount with 4 pin XLR connector, while the 
X3P-2 is shoe mount with 2 pin D-Tap connector. 

X3-BD Barndoor with Filter Holder 

The X3-BD is easily attached and removed from the X5-Lite using a quick release twist and 
lock mechanism. When the X3-BD is not required for use, the filter holders and barndoor 
can be quickly folded into position and packed away for easy transport. 

Brightness: 
50W equivalent 

Power Consumption: 
12W max. (@ 100% light output) 

Colour Temperature: 
5600K Daylight

Dimensions (mm): 
67(W) x 124(H) x 114(D) 

Weight: 
300g approx.

Dimensions (mm): 
86(W) x 86(H) x 25(D) 

Weight: 
170g approx.

Supplied parts: 
4 x Filter Mount Frame

1 x Diffusion Filter

1 x Amber Filter Full CT ORANGE

1 x Amber Filter ½ CT ORANGE

1 x Amber Filter ¼ CT ORANGE
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